
INDICATES LEVEL AND TIDYNESS
Polypropylene: does not yellow

HYGIENE
         No dirty cover to
              manipulate:
      easy direct access
     usable one-handed
  

no risk to unplug itself
 and spill its contents 

screw-on system 

VISIBLE LEVEL

SPILLPROOF  SAFETY  URINAL

Anti-reflux capacity: 1 Liter

THE ONLY ONE WITHOUT LID OR COVER THAT EVEN UPSIDE DOWN RETAINS ITS CONTENTS UP TO 1 LITER

URSEC

 ANTI-REFLUX + DEFLECTOR

Incomfort, laundry, cleaning and disinfections costs !

REGISTERED TRADEMARKS
PATENTS IN 21 COUNTRIES

comfortable and reversible

(sold separately)

Can be used one-handed 
independently

or with chlorine

URSEC

PREMIUM URINALS

GLOW            IN      THE               DARK

EVERYDAY  WELLNESS

GRADUATIONS

easy grip



ANTI-REFLUX  SPILLPROOF  URINAL  WITH  MTQUICK  AND  DEFLECTOR

PRACTICAL : no lid or cover often dirty and cumbersome to take off ! Immediately usable.

WHY  CHOOSE  THE  URSEC  URINAL ?

URSEC TRANSPARENT BODY : instant visual control (cleanliness, level, aspect of contents).
100% EFFICIENT : keep its contents till 1 liter without spills even upside down, even during tilting.
NO LID OR COVER : no smelly uncovering. No need to call. Can be used one-handed independently.
MADE OF SMOOTH,  HYPOALLERGENIC,  AUTOCLAVABLE  AND  REUSABLE POLYPROPYLENE.

ABSOLUTE SECURITY : screw-on Anti-reflux, no accidental unpluging. Easy to clean (Chlorine).

MALE FEMALE

THE ONLY ONE WITHOUT LID OR COVER THAT EVEN UPSIDE DOWN RETAINS ITS CONTENTS UP TO 1 LITER

It is strong, light and easy to handle, even in the dark. URSEC empties at the back (better hygiene) with the MTQuick  system.
To plug the MTQuick system, use either the regular white screw-on cap or the red childproof cap (both caps supplied)

(130°C/266°F)

Precise emptying (screw-on system)

,

Removable Female Fitting (sold separately)

Usable even with 1 hand.

Phosphorescent removable handle (reversable)

The ergonomic glow-in-the-dark removable handle makes using and emptying URSEC easy.
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